








POLAR HIGH – DISTINCTIVE DESIGN!

Polar high has been designed specifically with the unique requirements of the European 
market in mind. It not only offers excellent technical properties but also a characteristic 
look that perfectly matches the diversity of regional architecture.

Polar high is installed according to the recommendations for single-module stone chip 
coated roofing. The installation process is tailored to the specific needs of the European 
market and is both fast and precise.

Another advantage of Polar high is its distinctive appearance. The higher offset – 35 mm – 
gives the roof a modern and dynamic appearance that blends perfectly with both traditional 
and modern architectural designs. That is why Polar high is the perfect solution for anyone 
looking for the highest aesthetic qualities without compromising on functionality.
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TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

AVAILABLE COLOURS

Width overall
Actual covering width

Step height (offset)
Profile depth 

Step length (module)
Qty./m2      

Minimum roof pitch angle

~1350 mm
1300 mm
13 mm
13 mm
367 mm
~2,1 pcs.
14°
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UNIVERSAL APPLICATION

The shape of Polar tiles resembles bituminous roofing, while its enhanced form and technical 
properties meet the latest market needs. This product is well-suited both for roofing and facades.

Polar roofing has been designed with the global market in mind. It is installed on full planking 
with a dedicated base layer, making it compatible with a wide range of different construction 
specifications. The installation process is simple, quick and precise, preserving the aesthetic 
qualities of the roof and keeping the screws concealed.

Inspired by American architecture, Polar combines modern visual design with functionality. 
The design uses elements characteristic of the American market, such as minimalist forms, 
easy installation and emphasis on user comfort.
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TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

AVAILABLE COLOURS

Available for the following products:
Polar

Flat ridge cap

TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

Polar barge board

AVAILABLE COLOURS

Length 1250 mm Length 1270 mm
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TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

Length overall ~1988 mm

Long ridge cap

TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

Length overall ~395 mm

Modular ridge cap

AVAILABLE COLOURS
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AVAILABLE COLOURS
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TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

AVAILABLE COLOURS

Length overall ~1030 mm

3-module roll-top ridge cap
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TECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

AVAILABLE COLOURS

Connection diameter 
Pitch angle

* not applicable to the roof tile vent
Application: Thunder, Storm, Blizzard, Mistral

Φ 125
15° – 45°

Plumbing vent/roof tile vent
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Jaspis Ruby Bronzite
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TECHNICAL SPECIFICATIONSTECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

Connection diameter Φ 110 mm

Φ110 plumbing vent 
(integrated, insulated)

REFERENCE PHOTOGRAPH

Φ160 plumbing vent 
(integrated, insulated)

AVAILABLE COLOURS
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Available for the following products:
Thunder, Blizzard, Storm, Mistral

Connection diameter Φ 160 mm
Available for the following products:
Thunder, Blizzard, Storm, Mistral

AVAILABLE COLOURS
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TECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

AVAILABLE COLOURS

Available for the following products:
Thunder, Blizzard, Storm, Mistral

Roof tile vent 
(integrated)
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TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

Solar cable grommet tile 
(integrated)

AVAILABLE COLOURS

 3
5 

 372 

Opening diameter Φ 26 mm
Available for the following products:
Thunder, Blizzard, Storm, Mistral
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TECHNICAL DRAWING

Long four-way 
ridge connector

TECHNICAL DRAWING

Long three-way 
T-type ridge connector

AVAILABLE COLOURS AVAILABLE COLOURS

35

Onyx

Hematit

Amber JadeOnyx

Hematit

Amber Jade

 2
01

,8
 

 201,8 

 2
01

,8
 

Bronzite Bronzite



36

AVAILABLE COLOURS AVAILABLE COLOURS
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TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

Long 30-45 three-way 
Y-type ridge connector
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 45° 

For roofs with a pitch of 15° to 30° For roofs with a pitch of 30° to 45°

TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

Long 15-30 three-way 
Y-type ridge connector
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TECHNICAL DRAWING

3-module four-way 
roll-top ridge 

TECHNICAL DRAWING

3-module three-way 
T-type roll-top ridge 

AVAILABLE COLOURS AVAILABLE COLOURS
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AVAILABLE COLOURS AVAILABLE COLOURS
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For roofs with a pitch of 15° to 30° For roofs with a pitch of 30° to 45° 

TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

3-module 30-45 three-way 
Y-type ridge connector
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TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

3-module 15-30 three-way 
Y-type ridge connector
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TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

Width 
Height

 

199 mm
88.5 mm

Width 
Height

237.4 mm
77.4 mm

Long ridge end cap

TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

3-module roll-top ridge end cap
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AVAILABLE COLOURS
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TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

Length overall 
Module length

1270 mm
380 mm

1250 mm
370 mm

380 370

Left/right profiled barge board 
380 THUNDER/370 STORM

AVAILABLE COLOURS
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TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

Length overall ~330 mm

Starter 3-module 
roll-top ridge cap
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AVAILABLE COLOURS
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TECHNICAL SPECIFICATIONS

Length overall 
Module length

1270 mm
380 mm

1250 mm
370 mm

380 370
TECHNICAL SPECIFICATIONS

TECHNICAL DRAWING

Length overall ~2000 mm

Universal barge board

TECHNICAL DRAWING

AVAILABLE COLOURS

Left/right profiled abutment flashing 
380 THUNDER/370 STORM
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Standard screws

TECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

Screw size
RAL colour

4,8 x 50 mm
3009, 9005

TORX screws

TECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

Screw size
RAL colour

4,8 x 35 mm, 4,8 x 50 mm
3009, 7016, 8003, 9005
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Application, 35 mm screw: Thunder, Blizzard, Storm, Polar, Polar High 
Application, 50 mm screw: Mistral

*no washer 
Application: Mistral



TECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

Weight 
Spreading rate

1000 g
1 package  / 50m2

Stone coating repair Repair adhesive

TECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

Volume
Spreading rate

250 ml
1 package / 50m2

AVAILABLE COLOURS
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TECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

Weight approx.  60 kg

Bender

TECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

Weight
Length

Width
Height

approx. 35 kg
1200 mm
1000 mm
600 mm

Guillotine
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TECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

AVAILABLE COLOURS

Width overall
Length

~1250 mm
500 mm

Metal roofing sheet
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TECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

Height 
Length

18 mm
2000 mm

Ridge vent profile

Bronzite
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TECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

Sizes Sizes 0.4 m, 0.6 m, 0.8 m, 1.00 m, 
1.20 m, 1.50 m, 3.00 m 

Set of chimney sweep benches

TECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

Bracket for PV/2G

TECHNICAL SPECIFICATIONS

REFERENCE PHOTOGRAPH

Sizes 1.50 m and 3.00 m

Set of snow guards

For Thunder, Blizzard, Storm, Mistral, Polar High corrugations. Additional information:
Every set contains all the required fasteners: mounting screws and sealing tape.

Standard colours: RAL 9004 and RAL 7015, other colours: 3009, 8004, 8017 and 8019; 
waiting time: up to 10 business days.
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